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OPTIMIZE RADIO FOR ERROR VECTOR MAGNITUDE 
AND SPECTRAL MASK AT TEMPERATURE T-, 



STORE P VGA (T-|) AND P B bg( T i) IN NON-VOLATILE MEMORY 



TRANSMIT CALIBRATION SIGNALS AT TEMPERATURE T 
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CHANGE GAIN OF VARIABLE GAIN AMPLIFIER 
UNTIL DESIRED TRANSMIT POWER IS OBTAINED 



STORE C VGA (T-|) AND C PD (T-,) IN NON-VOLATILE MEMORY 



FIG. 5 
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CHANGE GAIN OF VARIABLE GAIN 
AMPLIFIER FROM P VGA (T X ) TO C mp fJ-\ ) 
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1 22 -\. TRANSMIT CALIBRATION SIGNALS (AT TEMPERATURE T 2 ) 



1 24 CHANGE GAIN OF VARIABLE AMPLIFIER UNTIL 

DESIRED TRANSMIT POWER IS OBTAINED 

I ~ 

CALCULATE P'= [C VGA (T 2 )-C VGA (T 1 )] + 10log( ) 
126-^J *" ^ C PD (I V 

WHICH RESULTS IN AN INTEGER PORTION 
(D VGA ) AND A FRACTIONAL PORTION (D BBG ) 
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CALCULATE P VG a( T 2) = P VGA< T 1 > + D VGA 
I 



130-H CALCULATEP BBG( T 2) = P BBG( T l)* antil0 9(^) 



RESUME NORMAL OPERATION USING P VGA (T 2 ) AND P BBG (T 2 ) 



